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 F500T SERIES
SMART ELECTRONIC DEADBOLT

Certifications •	Conforms to ANSI/BHMA A156.5, Grade 2
•	cULus listed, 20min fire-rating 
•	UL 1043, Safety for Burglary-Resistant Electric 

Locking Mechanisms 
•	3 Year limited mechanical warranty
•	1 Year limited electronic warranty

Door Thickness •	133⁄88 – 2" (35 – 51 mm)

Handing •	Non handed

Backset •	233⁄8 8 – 233⁄44" (60– 70 mm) adjustable

Deadbolt •	Steel with hardened steel security pin
•	1"  (25.4 mm) throw

Faceplate •	Mortise type, square corners
•	1 x 211⁄44" (25.4 x 57 mm)

Strike •	Security strike (wood frame), square corners
•	111⁄88 x 233⁄44" (28.5 x 70 mm)

Chassis •	Steel cylinder housing
•	Exposed mounting screws
•	Integrated all-weather seal

Preparation •	Cross bore: 211⁄88" or 111⁄22" (54 or 38 mm)
•	Edge bore: 1" (25.4 mm)

Cylinder •	Solid brass, 5-pin (drilled 6)
•	Schlage "C" keyway, 2 keys
•	Removable, rekeyable
Other keyways and keying options available, including 
CX5 high security.

Interface •	Digital touch keypad
•	White LED back-light

Electronic 
Features

•	iKey Connect mobile app control (IOS / Android )

•	200 User credentials per lock
•	PIN codes can be single use, scheduled, or 

permanent 
•	Optional keyless entry (geofencing)
•	Optional auto-lock with delay (900 sec. max.)
•	Optional random keypad activation code  

to prevent number probing
•	Vacation mode (disables keypad)
•	Audit trail (accessible via app)
•	Low battery power indicator (in-app / on-device)
•	Multi-lock management*
(*) �Local touring, lock-to-phone management, see  

instructions for details.

Protocol •	BLE Pairing (128-bit encryption)

Operation  
Temperature

•	-31° to 150.8 °F (-35° to 66 °C)
Temperature tolerance can vary due to weather.

Power •	DC 6V  
Four (4) AA 1.5V alkaline batteries NOT included

Function 51	 Single cylinder, thumb-turn

Finish 15–Satin nickel, 19–Matte black
Other finishes available by special order

ALL IMAGES, ILLUSTRATIONS AND DIMENSIONS, IN (MM), ARE FOR REFERENCE ONLY. PRODUCT DETAILS MAY CHANGE WITHOUT NOTICE. 
VISIT WWW.CANAROPA.COM OR CONTACT FOR MORE DETAILS. DISTRIBUTED BY CANAROPA. © CANAROPA, DOREX - REV.2024-09.
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SELECTION GUIDE

SERIES DESCRIPTION FINISH 1 / CASE

AMM-F500T-NB Smart BLE Electronic deadbolt with LED digital touch keypad. K 15, 19 6
(1) OTHER FINISHES AVAILABLE, MINIMUM ORDER QUANTITIES AND/OR ADDITIONAL DELIVERY TIMES MAY BE REQUIRED 
K  KEYED FUNCTION; FULL KEYING SERVICES AVAILABLE 

A-F4-PDW
11 in (28 cm) data wire.
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