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2-7/8
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CL

RHR

DX2 PC/FC
WOOD DOOR TEMPLATE LINE X-X IS A REFERENCE LINE FOR 

TRIM AND EXIT DEVICE ALIGNMENT. 
LINE X-X SHOWN HERE SHOULD 
CORRESPOND TO LINE X-X IN THE 
TRIM INSTALLATION INSTRUCTIONS. 

INCH
(MM)

BACKSET can be altered to
accommodate narrow door stiles 
and other mounting options. 
See page 5 of DX2PC/FC 
Installation Instructions.

2-3/4 (70)

CENTER 
CASE

OUTLINE

Radius 1/8" (3 mm)
(all corners)

DEVICE CL

Do not use template if not to scale. 
To verify, confirm dimensions. 
Verify template version before use.

We recommend samples be used to 
verify preparation before door / frame 
manufacturing. 
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(79.4)

6-1/4
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5-3/4
(146)

1-1/2
(38)

3/4 (19)

13/16 (21)

WD-OD002(678)
DX2PC-FC-TPL-WOOD    2021-071 / 3

CUT-OUT ON
DEVICE SIDE ONLY 
1-3/8" (35 mm) DEEP

2 HOLES

13/32" (10MM) DRILL THRU DOOR

SURFACE MOUNT

DRILL 1/8" (3MM) PILOT HOLE
1" (25.4MM) DEEP

OR WITH EXTERIOR TRIM
USING SEX BOLTS



DX2 PC/FC
WOOD DOOR TEMPLATE

13/32 (10)

X

3/4 (19)

13/16 (21)

DEVICEXCL

2-7/8
(73)

CL

LHR

LINE X-X IS A REFERENCE LINE FOR 
TRIM AND EXIT DEVICE ALIGNMENT. 
LINE X-X SHOWN HERE SHOULD 
CORRESPOND TO LINE X-X IN THE 
TRIM INSTALLATION INSTRUCTIONS. 

INCH
(MM)

BACKSET can be altered to
accommodate narrow door stiles 
and other mounting options. 
See page 5 of DX2PC/FC 
Installation Instructions.

2-3/4 (70)

CENTER 
CASE
OUTLINE

Radius 1/8" (3 mm)
(all corners)

DEVICECL

Do not use template if not to scale. 
To verify, confirm dimensions. 
Verify template version before use.

We recommend samples be used to 
verify preparation before door / frame 
manufacturing. 
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6-1/4
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5-3/4
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3/4 (19)
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WD-OD002(678)
DX2PC-FC-TPL-WOOD    2021-072 / 3

CUT-OUT ON
DEVICE SIDE ONLY 

1-3/8" (35 mm) DEEP

2 HOLES

13/32" (10MM) DRILL THRU DOOR

SURFACE MOUNT

DRILL 1/8" (3MM) PILOT HOLE
1" (25.4MM) DEEP

OR WITH EXTERIOR TRIM
USING SEX BOLTS



3 / 3

LC
1.62

(41.5) TYP

1.28
(32.5) TYP

2.00
(50.8)

4.00
(102)

1.50
(38)

4.50
(114)

0.28
(7)

0.88
(22)

0.44
(11)

0.88
(22)

DEVICE SIDE
Constant for all door 
thicknesses

1.50
(38)

1.00
(25.4)

0.50
(12.7)

Drill and tap for #10-24 
machine screws

NOTES:
1. For top and bottom latches. For Less Bottom Rod 

(LBR) applications, prepare only the top latch. 
2. Latches require suitable mounting surface. 
3. Refer to the installation instructions or door prepara-

tion documents for more information. 

Cavity for
Latch

REF
1.75

(44.5)

2.75 (70)
BACKSET can be altered to 
accommodate narrow door stiles 
and other mounting options. 
See page 5 of DX2PC/FC 
Installation Instructions.

LATCH RELEASE
See page 9 of DX2PC/FC 
Installation Instructions for 
positioning instructions.

1.50
(38)

1.00
(25.4)

Cavity/Passge for 
Vertical Rod to Center Case

Do not use template if not to 
scale. To verify, confirm 
dimensions. Verify template 
version before use.
We recommend samples be 
used to verify preparation before 
door / frame manufacturing. 
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DX2 PC/FC
WOOD DOOR LATCH TEMPLATE

DEVICE

INCH
(MM)
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