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• For wood doors or panels
• Press fit mounting
• Stainless steel
• Available with or without spring cover

Dimensions for reference only.  
Please request samples prior to door preparation.
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FP224-70

MODEL FINISH A B C D E F G

FP410-135
-629, 
-630

5 55⁄1616

(135)
2 33⁄44
(70)

1111⁄1616

(17)
3 1515⁄1616

(100)
1

(25)
4 1515⁄1616

(125)
1 1313⁄1616

(46)

FP412-135
-629,
-630

5 55⁄1616

(135)
2 33⁄1616

(55)

1111⁄1616

(17)
3 1515⁄1616

(100)
1

(25)
4 1515⁄1616

(125)
1 1313⁄1616

(46)

FP414-60
-629,
-630

2 33⁄88
(60)

2 33⁄88
(60)

1111⁄1616

(17)
1 33⁄1616

(30)
1 33⁄1616

(30)
2

(50)
2

(50)

FP416-300
-629,
-630 

11 1313⁄1616

(300)
2 33⁄1616

(55)

1111⁄1616

(17)
1

(25)
1

(25)
10 77⁄88
(276)

1 1313⁄1616

(46)

WITH SPRING COVER

FPC402-135*
-629, 
-630

5 55⁄1616

(135)
2 33⁄1616

(55)

1111⁄1616

(17)
3 1515⁄1616

(100)
1

(25)
4 1515⁄1616

(125)
1 1313⁄1616

(46)

FPC406-300*
-629, 
-630

11 1313⁄1616

(300)
2 33⁄1616

(55)

1111⁄1616

(17)
9 1313⁄1616

(250)
1

(25)
10 1515⁄1616

(278)
1 1313⁄1616

(46)

IN (MM)    (*) SPECIAL ORDER 

FP414-60

FP410-135

FP416-300 FPC406-300

FPC402-135

• For wood doors or panels
• Stainless steel
• Back-to-back mounting possible

Dimensions for reference only.  
Please request samples prior to door preparation.

FP224-110

MODEL FINISH A B C D E F G

FP224-70 -630
2 33⁄4  4  

(70)
1 99⁄11
(40)

2 33⁄88
(60)

55⁄88
(15)

1
(25)

— —

FP224-110 -630
4 55⁄16   16   

(110)
2 1111⁄16   16   

(68)
4

(102)

55⁄88
(15)

1 55⁄16   16   

(34)
— —

IN (MM) 

ø

B C

A

E

D

FP412-135
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