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Installation Instructions / TemplateTC623
Surface Mounted Door Closer Regular Arm (Pull Side - RIGHT HAND DOOR)

Do not use template if not to scale. 
To verify, confirm boxed dimensions.

All dimensions are in millimeters (mm).

CLOSING CYCLE
NOTE:Closing arcs("CLOSE"and"LATCH")are controlled by two (2)separate speed adjusting valves
Adjust the CLOSING speed firsrt,then adjust the LATCHING speed.
CLOSING (No.1) speed adjustment is accomplished by full rotations of the speed adjusting valve.
 - Turn the speed adjusting valve CLOCKWISE for a SLOWER closing speed.
 - Turn the speed adjusting valve COUNTER-CLOCKWISE for a FASTER closing speed.
LATCHING (No.2) speed adjustment is accomplished by full rotations of the speed adjusting valve.
 - Turn the speed adjusting screw CLOCKWISE for a SLOWER latching speed.
 - Turn the speed adjusting screw COUNTER-CLOCKWISE for a FASTER latching speed.

CAUTION!! 
Do not turn speed adjusting valve more than two(2)full turns counter-clockwise from its 
factory set position. The speed adjusting valves could become dislodged form the door 
closer body resulting in the loss of internal fluid and failure of the device.

90°

No.1  closing speed adjusting valve
No.2  latching speed adjusting valve

No.1

No.2

Function transfer valve

FAST SLOW

Using supplied template, select desired 
opening and size then mark holes on the 
door and door frame for the door closer 
and foream shoe.
Pre-drill holes for wood screws and/or drill 
and tap for machine screws as required.

Orient the door closer so that the control 
valves face towards the hinges. Attach the 
door closer to the door with the appropri-
ate supplied screws. Attach main arm as 
shown with supplied screw.
Attach forearm shoe to the door frame with 
the appropriate supplied screws.

While keeping the forearm perpendicular 
to the door rotate the main arm so that it 
aligns with the forearm as shown. You may 
have to adjust the forearm length.
Attach forearm to the main arm using the 
supplied screw. Adjust closing speed valves as required 

and install shaft and body cover. 
(If supplied)
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Installation Instructions / TemplateTC623
Surface Mounted Door Closer Regular Arm (Pull Side - LEFT HAND DOOR)

Do not use template if not to scale. 
To verify, confirm boxed dimensions.

All dimensions are in millimeters (mm).

CLOSING CYCLE
NOTE:Closing arcs("CLOSE"and"LATCH")are controlled by two (2)separate speed adjusting valves
Adjust the CLOSING speed firsrt,then adjust the LATCHING speed.
CLOSING (No.1) speed adjustment is accomplished by full rotations of the speed adjusting valve.
 - Turn the speed adjusting valve CLOCKWISE for a SLOWER closing speed.
 - Turn the speed adjusting valve COUNTER-CLOCKWISE for a FASTER closing speed.
LATCHING (No.2) speed adjustment is accomplished by full rotations of the speed adjusting valve.
 - Turn the speed adjusting screw CLOCKWISE for a SLOWER latching speed.
 - Turn the speed adjusting screw COUNTER-CLOCKWISE for a FASTER latching speed.

CAUTION!! 
Do not turn speed adjusting valve more than two(2)full turns counter-clockwise from its 
factory set position. The speed adjusting valves could become dislodged form the door 
closer body resulting in the loss of internal fluid and failure of the device.
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Function transfer valve

FAST SLOW

Using supplied template, select desired 
opening and size then mark holes on the 
door and door frame for the door closer 
and foream shoe.
Pre-drill holes for wood screws and/or drill 
and tap for machine screws as required.

Orient the door closer so that the control 
valves face towards the hinges. Attach the 
door closer to the door with the appropri-
ate supplied screws. Attach main arm as 
shown with supplied screw.
Attach forearm shoe to the door frame with 
the appropriate supplied screws.

While keeping the forearm perpendicular 
to the door rotate the main arm so that it 
aligns with the forearm as shown. You may 
have to adjust the forearm length.
Attach forearm to the main arm using the 
supplied screw. Adjust closing speed valves as required 

and install shaft and body cover. 
(If supplied)
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